Well Lit

0

Manual valve

WLMH Series

Specification

End connection

Working liquid

Fluid temperature

Withstanding pressure

: : : A—B

Back Pressure

Valve seat leakage

Ambient temperature

A port

Valve for pure water & chemical liquids

02:1/4” 03:3/8” 04:1/2” 06:3/4”

08 :
Pure water or chemical liquids (Note: 1)
5~100°C (Note: 1)

1.0 MPa(Under water pressure)

0~0.5 MPa
0~0.5 MPa

0~0.5 MPa
0 (Under water pressure)
0~60°C

1”

Less 30 times/min
Mounting orientation Any
04 135 2 5 83
Orifice @10 210 @10 216 @ 20
Internal structure and parts lists
1
Material
2
) @ Actuator PP~ PE
P (2 Diaphragm PTFE
@ Body PFA - PTFE
@ Nut PFA
=it ® Base PP




Well Lit
Valve for pure water & chemical liquids

WLMH-

9000

. O-ring End :
Material material connection Connection

e .
O-ring End EERA
material conhection \on
MH :M | F : PFA 1 FKM 02:1/4” 1 : FIT-ONE
anua T:PTEE 2 : EPDM (26.35x@3.95)
NOt:Z 3 : FFKM o ”
( ) 03:3/8 2 : Parflare
(29.53x@6.35)
04:1/2” .
(©12.7x29.53) S : Sleeve
Insertion
(219.05x@15.8)
08:1”

(025.4x022.2)

1. The terms of use for Actuator materials, please refer to
P.45 “Specification of actuator material” .
2. PFA body only provides connection of sleeve insertion
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Exterior Structure
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WLMH-F%-025

WLMH-F%-035

WLMH-F%-045

WLMH-F%-065

WLMH-F%-085

1/4” 36
3/8” 36
1/2” 36
3/47 45
1”60
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10
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18 98 3

21.5101.5 3

2251025 3

26 1295 4.5

35 1615 5.5

2

2

2

1

3

20

20

20

50

50

50

64

78

64

64

64

78

96

7
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9 86

9 94

10 118

12 146

unit:mm
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WLMH-T*-021 ’
36 10 18 3 2 20 50 64 T 9 95
WLMH-Tx-022 /4 %
WLMH-T*-031 ” 0 | 1 N
WLMH-T*-032 3/8” 36 21.5 1015 3 0 50 6
LR LS 1/2” 36 10 2251025 3 2 20 50 64 7 9 99
WLMH-T*-042
WLMH-T*-061
" 45 10 2 5 45 1 2 4 7 10 118
WLMH-T%-062 3/4” 45 6 1295 4.5 8 6 8 9
WLMH-T-081 17 60 13 35 1615 55 3 40 78 96 9 12 148
WLMH-T*-082

unit:mm



